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1 INTRODUCTION   
1-1 BACKGROUND  
The Energy Policy Act of 2005, Energy Independence Security Act of 2007, and Energy Policy Act of 
2020, require Federal agencies to lead by example and increase efficiency, optimize sustainable 
performance, eliminate unnecessary use of resources, create safe indoor air quality, and protect the 
environment. Consistent with UFC program requirements, the UFC integrates DoD requirements (DoDI 
4170.11 and other DoD Policies) with: Federal sustainability, energy and water laws, regulations, 
policies and mandates; the Federal requirements, collectively referred to as High Performance and 
Sustainable Building (HPSB) Guiding Principles (detailed in Guiding Principles for Sustainable Federal 
Buildings and Associated Instructions, February 2016); and industry standards, to establish minimum 
requirements for high performance and sustainable buildings. 
 
This Technical Guide, along with the GBCI Guiding Principles Assessment Handbook, will take you 
through the steps to demonstrate your projects’ compliance with the Guiding Principles as specified in 
UFC 1-200-021.  
 

1-2 PROJECT APPLICABILITY  
UFC 1-200-02 Section 1-5 Applicability 

 
This guidance includes updates through UFC 1-200-02 Change 3. This UFC applies to the planning, 
design, construction, sustainment, restoration and modernization of DoD-owned and DoD-occupied 
facilities. See UFC 1-200-012 section 1-3 for more information. Applicability exceptions for this UFC are: 

• Buildings to be demolished or deconstructed, except for demolition waste diversion reporting 
• Buildings that have a status of Report of Excess (ROE) submitted, ROE accepted, or 

Determination to Dispose 
• Structures and linear construction that do not meet the definition of a building 

 
GBCI does not determine UFC or policy applicability on behalf of the project team. If the building is 
designed under previous versions of UFC or specific department or installation policy, the Project 
Information Form must indicate the publication date of the version applied. Otherwise, applications will 
be held to UFC 1-200-02 01 December 2020, Change 03, 08 July 2025 and the most current related 
UFC and policies. The full UFC 1-200-02 document can be accessed at 
https://www.wbdg.org/dod/ufc/ufc-1-200-02  
  

 
 
1 UFC 1-200-02 https://www.wbdg.org/dod/ufc/ufc-1-200-02  
2 UFC 1-200-01 https://www.wbdg.org/dod/ufc/ufc-1-200-01 
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1-3 LIFE-CYCLE COST ANALYSIS (LCCA) 
 UFC 1-200-02 Section 1-7 Life-Cycle Cost Analysis (LCCA)  
 
The purpose of the LCCA methodology as detailed in 10 CFR Part 436 Subpart A is to identify and 
compare life-cycle costs (LCC) of building systems, that impact energy and water consumption 
including passive design strategies, that will in total achieve the energy and water requirements stated 
in UFC 1-200-02.  
  
An LCCA is required for the following:  

1. Systems contributing to energy footprint of the building. Energy consuming systems include, but 
are not limited to, HVAC, domestic hot water, lighting, thermal storage and the building 
envelope  

2. Renewable energy generating systems (example: photovoltaic panels)  
3. When life-cycle cost effectiveness (LCCE) is selected as the reason any requirement of this 

document is “Partially compliant” or “Not Applicable” (reference paragraph 4-2 Compliance with 
Federal Requirements) 

4. As required in the ENERGY OPTIMIZATION, MODELING AND LCCA PROCESS CHART (UFC 
1-200-02 Chapter 4, Section 3) and when life-cycle cost analysis (LCCA) is required by law, 
executive order or policy. 

 
For methodology and requirements, see UFC 1-200-02 Chapter 4 – Energy Optimization, Modeling and 
LCCA Process Integration. 
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2 TECHNICAL GUIDANCE, BUILDING DESIGN AND 
CONSTRUCTION 
2-1 OVERVIEW 
These requirements apply to building planning, design, construction, and operations and maintenance 
(O/M), for each building within a project. Refer to UFC 1-200-02 01 December 2020, Change 03, 08 
July 2025 Table 1-1 “Building Requirements and Thresholds” to determine applicability of this chapter 
to each building within a project. Refer to UFC 1-200-02 01 December 2020, Change 03, 08 July 2025 
Chapter 4 for additional requirements. 
 

2-1.1 Project Team Definitions 
Contracting Officer: The Contracting Officer is a U.S. Government employee with the authority to 
enter into, administer, or terminate contracts and make related determinations and findings on behalf of 
the U.S. Government. They are the only individuals who can legally bind the Government to a contract. 
Contracting Officers are often the main point of contact representing the Building Owner Organization 
for building planning, design and construction projects.   
Owner Organization: The “Owner Organization” also known as the Building Owner Organization is the 
building owner organization or the DOD department that will maintain and occupy after construction 
(US Army, US Air Force, US Navy, or US Marine Corps) 
Owner Name: The “Owner Name” also known as the Building Owner Name is the name of the point of 
contact within the Owner Organization aka Building Owner Organization representing the owner during 
the project and once the building is occupied (the individual filling this role may change once the 
building is occupied).  
Primary Contact Organization: The “Primary Contact Organization” also known as Project Owner 
Organization is the DOD department that is executing project for the “Owner Organization” also known 
as Building Owner Organization (US Army, US Air Force, US Navy, or US Marine Corps). 
Primary Contact Name: The “Primary Contact Name” also known as Project Owner Name is the name 
of the person within the Primary Contact Organization also known as Project Owner Organization 
responsible for the project.  
Project Administrator Organization: “The Project Administrator Organization” is either the DOD or 
non-DOD (often and Architecture or Engineering firm) organization that the executes the project for the 
Primary Contact Organization aka Project Owner Organization.  
Project Administrator Name: The “Project Administrator” is the name of the person within the Project 
Administrator Organization responsible for the project. 
 

2-1.2 Definition of Terms 
(Refer to UFC 1-200-02 Appendix C-2 for definition of terms.) 
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2-1.3 Requirement Applicability and Compliance 
UFC 1-200-02 Section 5-2 COMPLIANCE WITH FEDERAL REQUIREMENTS  
 
The completion of aspects of Requirements by different teams and/or prior to the current team’s 
involvement does not preclude the overall project from meeting the Requirements. Demonstration of 
compliance with elements completed prior to development and issuance of current scope (e.g. 
sustainability charrette, etc.) is required. If documentation of specific elements from prior design and 
scoping exercises is unavailable to the project team, written exemption from the contracting officer is 
required.  
 
Fully Compliant: The project is in full compliance with the Requirement. 
 
Partially Compliant: The requirement is compliant to the greatest degree possible, based on LCCE 
(example: SDHW serves only 20% of water use, per LCCE); mission restriction (example: 24/7 
operation); location/regional restriction (example: availability of high-efficiency equipment service); 
locale restriction (example: proximity of existing buildings restricts daylighting), or safety (example: 
building orientation restriction for anti-terrorism due to existing infrastructure), and is compliant  with 
justification. “Not applicable” should only be selected if the Requirement is not applicable in its entirety 
to the entire building space. If a Requirement is partially compliant (e.g. daylighting not permitted in 
select secure areas of the building or a renovation project that also includes new construction areas), it 
is expected that the project comply with all the requirements for the applicable areas of the project.  
 
Not Applicable: The requirement is not applicable, based on LCCE (example, LCCE excludes use of 
Alternative Water); mission exclusion (example, no daylighting in a theater); location/regional exclusion 
(example, Host Nation Agreement or no local recycling facility); locale exclusion (example, there is no 
steam to meter), or safety (example, building orientation restriction for AT/FP due to existing 
infrastructure), and is marked “Not Applicable” with justification. Provide written justification explaining 
the basis for not being able to comply with the requirement(s) and/or letter from the contracting officer 
identifying each of the requirements deemed ‘Not Applicable” for the project. 
 
Requirements that are Fully Compliant and Partially Compliant will be documented following the 
guidance for Path One under the Documentation Requirements for each Requirement. The 
Requirements that are Not Applicable must be documented under Path Two. If aspects of a 
Requirement are Partially Compliant or Not Applicable, provide written justification explaining how this 
Requirement is partially compliant or not applicable as related to LCCE, mission restriction, 
location/regional restriction, locale restriction, or safety. 
 
Renovations: Additions, sustainment, modernization, and restoration buildings (“Renovations”) must 
comply with UFC Requirements relevant to the scope of the project. UFC Requirements not within the 
project scope of work may be marked Not Applicable.  
 

2-1.4 General Documentation Requirements 
All projects must submit each of the following, in addition to the documentation requirements specified 
in each Requirement:  
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• Completed GBCI Project Information Form 
• Basis of Design (BOD) 
• General project narrative that includes a brief description of building use, occupancy, site 

conditions, renovation scope if applicable, special circumstances, or other information that will 
provide a holistic understanding of the project. The general project narrative should be a short 
summary of the information found within larger project documents.  

• Site plan highlighting the location of the Guiding Principles Assessment project boundary and 
project footprint 

• Floor plans of each floor in the building 
• Mechanical plans and schedules 
• Enacted DD Form 1391, which may be obtained from the Primary Contact or Owner (as defined 

above). Note that the Enacted DD Form 1391 is labeled Public Law, and therefore may be 
viewed by anyone, including GBCI personnel. In cases where an Enacted DD Form 1391 is not 
accessible to the project team, contact GBCI prior to submittal to determine options for 
documentation.  

 
 
Guidelines for applications: 

• Ensure that relevant information is clearly highlighted within the submission documents 
• Clearly and intuitively label all documents 
• Submit only required information (if only a few pages of a large report are needed to provide the 

required information, provide only the relevant sections) 
 

2-1.5 Compliance Paths 
The GBCI Project Information Form is used to indicate the compliance path selected for each 
Requirement, Path One or Path Two. A completed form must be provided to GBCI; if compliance paths 
are updated during the assessment process, a revised form must also be provided. When documenting 
individual Requirements, the project team will choose Path One or Path Two. The documentation 
required to confirm compliance for each Requirement is listed under Path One or Two and must be 
provided when the project submits for review.  
 
For more information about the Not Applicable compliance path see section 2-1.3 Requirement 
Applicability and Compliance within this document. 

 
2-1.6 Shared Site Approach Requirements 
If multiple buildings seeking Guiding Principles Assessment are located on the same site and can be 
included in the same Guiding Principles Assessment project boundary, qualified projects may elect to 
document the buildings via the Shared Site approach.   
 
Shared Site Approach: a set of buildings located within the same Guiding Principles Assessment site 
boundary that, because of shared site features and uniformity in building traits, can document a subset 
of Requirements on the site level as listed under each Requirement.   
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Documentation Requirements  
In addition to the general documentation requirements, the following must be provided for buildings 
documenting via the shared site approach. These documents are to be submitted in the first building 
that submits for review among those that will be leveraging the shared site approaches.   
 

• A schematic site plan showing the location of the shared site boundary, the location of each 
building pursuing the Guiding Principles Assessment and their associated individual project 
boundaries and project footprints, and any future buildings located in the shared site boundary 
(if known) 

• A list of the GBCI registration IDs and names of buildings for which the shared site approaches 
will apply 

• For all subsequent projects that submit for review that have already had their shared site 
Requirements deemed compliant, provide a narrative that references the GBCI registration ID of 
the building that provided the shared site documentation. The narrative must also confirm that 
the shared site boundary remains the same as previously documented and that there are no 
changes within the shared site boundary that affect the compliance of a Requirement previously 
deemed compliant. 
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2-2 EMPLOY INTEGRATED DESIGN PRINCIPLES 
Integrated design is the most important requirement in achieving a high-performing and sustainable 
building. A design team must have strong, consistent representation from all stakeholders throughout 
the project phases to avoid missing opportunities to improve building performance and to fully realize 
increased savings potential. 
 

2-2.1 Integrated Design 
Requirements 
Incorporate the following planning and evaluation into the integrated design, as described in Section 
IgCC F101.1.1 (F1.1.1) Charrette Process with the exception that subparagraph b. does not apply. 
 
Documentation Requirements 
Design Submittal 
 
Path One:   

• Copy of Enacted DD Form 1391 (see 2-1.4 General Documentations section above). 
• Narrative description of project team’s process for distributing and incorporating the results from 

the DD Form 1391 and process for ensuring owner and project goals will be met throughout the 
lifetime of the project, including necessary transition from design to construction to project 
completion.   

 
The Integrated Design requirements are addressed by the Enacted DD Form 1391 coordination 
from Base to Congress, prior to delivery to the project team. Documentation can be obtained from 
the Owner Contact. 
 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 

Applicability and Compliance of this document. 
 
 
Shared Site Approach:  
Eligible to be documented at a shared site level, if all projects are planned at the same time. For details 
and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-2.1.1 Integrated Planning  
Requirements 
Use a collaborative, integrated planning and design team, composed of user, government support staff, 
and appropriate professionals, to identify requirements and to establish performance goals for siting, 
energy, water, materials, indoor environmental quality, and other comprehensive design goals. Ensure 
incorporation of these goals throughout design and construction.   
 
Documentation Requirements 
Design Submittal 
 
Path One:   

• Narrative regarding how the project team ensured that all stages of the building’s life cycle 
(design, construction, operations & maintenance, and end of life), were considered while 
creating the performance goals. In addition, describe how the project team ensured that the 
performance goals were maintained and implemented throughout design and construction.   

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 
Applicability and Compliance of this document. 

 
 

Shared Site Approach:  
Eligible to be documented at a shared site level if all projects are planned at the same time. For details 
and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-2.1.2 Evaluation for Design Strategies 
Requirements 
Evaluate the site and building components to determine whether passive and natural design strategies 
and features are cost effectively incorporated before designing the active and mechanical systems. 
Incorporate these features where applicable. 
 
Consider site attributes, including climate and local and regional context, which impact the design of the 
building.  
 
Documentation Requirements 
Design Submittal 
 
Path One: 

• For site and building attributes, highlight the documentation that demonstrates that the passive 
and natural design strategies and features were evaluated and incorporated where life cycle 
cost effective. Evaluation must address local climate, site conditions, energy load distribution, 
and potential building features. 

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 
Applicability and Compliance of this document. 

 
 

Shared Site Approach:  
Eligible to be documented at a shared site level if all projects are planned at the same time. For details 
and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-2.1.3 Evaluation of the Site 
Requirements 
During the site selection process, comply with the requirements of UFC 2-100-01.  
 
Documentation Requirements 
Design Submittal 
 
Path One:  

• Copy of Enacted DD Form 1391 (see 2-1.4 General Documentations section above). 
 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 

Applicability and Compliance of this document. 
 
 

Shared Site Approach:  
Eligible to be documented at a shared site level if all projects are planned at the same time. For details 
and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-2.1.4 Site Integration and Design of the Building 
Requirements 
 
Use the following site development considerations and passive strategies:  

• Meet the requirements of UFC 3-201-02.  
• Site design elements that ensure safe and convenient pedestrian access.  
• Incorporate results of site analysis in order to design the building, focusing on orientation, 

configuration, and massing.  
• Orient building to maximize energy efficiency, passive solar, and daylighting potential.  
• Select, design, and integrate into the overall building, high performance and sustainable systems 

(examples: HVAC, plumbing, water heating systems, lighting systems, control systems, 
elevators, building envelope, and fire protection systems).  

• Consider opportunities for occupants to voluntarily increase physical activity early in the design 
process. Refer to Appendix A “Best Practice” for examples.  

 
Documentation Requirements 
Design Submittal 
 
Path One: 
Narrative that addresses the actions and/or considerations taken when selecting the project site as 
related to the following:  

• How the project meets the requirements of UFC 3-201-02 (Landscape Architecture). 
• How site design elements that ensure safe and convenient pedestrian access were considered 

and/or implemented. 
• Results of the site analysis incorporated into design of the building, focusing on orientation, 

configuration, and massing. 
• How the building orientation maximizes energy efficiency, passive solar, and daylighting 

potential.  
• How the high performance and sustainable systems (e.g. HVAC, plumbing, water heating 

systems, lighting systems, control systems, elevators, building envelope, and fire protection 
systems) were selected, designed, and integrated into the overall building. 

• How opportunities for occupants to voluntarily increase physical activity are promoted within the 
project. 
 

 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 
Applicability and Compliance of this document. 

 
 
Shared Site Approach:  
Landscape requirements may be documented at the shared site level. For details and documentation 
requirements refer to section 2-1.6 Shared Site Approach Requirements of this document. 
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2-2.2 Commissioning 
Requirements 
 
To verify design and performance, and ensure that the Government requirements are met, employ 
commissioning practices appropriate to the size and complexity of the building and its system 
components. This must include an experienced commissioning provider, who should be independent of 
the project design and construction team, and from the operations team. The choice of either 
contracted services or Government personnel to serve as the commissioning provider will be 
determined at project level. Refer to United Facilities Guide Specifications (UFGS) 01 91 00.15 Building 
Commissioning and related documents for commissioning requirements. 

To the extent practicable, based on LCCA and DoD policy3, each building with conditioned space 
greater than 10,000 SF (929 SM) 

• Meet the requirements of ASHRAE 90.1-2019 with the following modifications: For buildings and 
systems that are less complex, commissioning may be tailored as determined by the DoD 
Service AHJ. The Project Delivery Team (PDT) must determine the extent of commissioning 
activities required. 

• “Schematic design” is the design charrette or similar conceptual design activity prior to 
completion of 35% design. 

For Medical Treatment Facilities, refer to UFC 4-510-01 for additional commissioning requirements. 

  

 
 
3 Includes DoD policies that relate to commissioning. 
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Documentation Requirements 
Construction Submittal 
 
Path One:  

• Verification of CxP activities and reviews. 
• CxA experience and qualification(s). 
• Commissioning plan. 
• Documentation of testing and verification. 
• Confirmation of Maintenance plan review. 
• Training plan, including required attendees and schedule. 
• Commissioning report.  
• Systems Manual. 

 
 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Requirement 
Applicability and Compliance of this document. 

 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-3 OPTIMIZE ENERGY PERFORMANCE 
Base energy efficiency design decisions on LCCA, as indicated in Chapter 4. The LCCA includes a 
minimum of three energy efficient alternatives to the baseline standard (such as ASHRAE 90.1 or 
IECC.)  

 

2-3.1.1 Energy Efficiency - Commercial and Multi-Family High-Rise Residential Buildings 
Requirements 
For buildings to which this standard applies, and to the extent practicable, based on LCCA and DoD 
policy, meet the following: 

• Meet the requirements of ASHRAE 90.1-2019 for each building. 
• Design the building to achieve at least 30% energy consumption reduction from ASHRAE 90.1 

baseline. 
• If a 30% reduction is not LCCE, modify the design of the proposed building to achieve an energy 

consumption level at the highest level of energy efficiency that is LCCE. 
• Determine energy consumption levels for both the ASHRAE baseline building and proposed 

building alternatives by using the Performance Rating Method found in Appendix G of ASHRAE 
90.1-2019. 
 

The formula for determining the percentage improvement is: 
Percentage Improvement = 100 x (1-PCI/PCIt) 

Where: 
• PCI = Performance Cost Index calculated in accordance with section 

G1.2 of ASHRAE 90.1-2019 
• PCIt = Performance Cost Index Target calculated by formula in section 

4.2.1.1 of ASHRAE 90.1-2019  
 
Utilize ASHRAE 90.1-2019 Addendum ch to determine the energy 
consumption reduction value. 

 
Documentation Requirements 
Design Submittal 
 
Path One:  
If achieved target 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of how target was achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system. 
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr; PCI and PCIt. 
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• List of energy end uses for the project building (for both the baseline case and the design case). 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 

applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 

 
If target not achieved 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of why target was not achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system. 
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr; PCI and PCIt. 
• List of energy end uses for the project building (for both the baseline case and the design case) 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 

applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirements must be documented for each 
building. For details and documentation requirements refer to section 2-1.6 Shared Site Approach 
Requirements of this document. 
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2-3.1.2 Energy Efficiency – Low-Rise Residential Buildings 
Requirements 
For each building for which this standard applies, and to the extent practicable based on LCCA and 
DoD policy7, meet the following:  

• Meet the requirements of International Energy Conservation Code (IECC) 2021 for each building. 
• Design the building to achieve at least 30% energy consumption reduction from the IECC baseline 

using the Simulated Performance Alternative found in Section 405 of the IECC. 
• If a 30% reduction is not LCCE, modify the design of the proposed building alternatives to achieve 

an energy consumption level at the highest level of energy efficiency that is LCCE. 
 

Documentation Requirements 
Design Submittal 
 
Path One:  
If achieved target 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of how target was achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system. 
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr. 
• List of energy end uses for the project building (for both the baseline case and the design case) 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 

applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 

 
If target not achieved 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of why target was not achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system. 
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr. 
• List of energy end uses for the project building (for both the baseline case and the design case) 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
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• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 
applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-3.1.3 Energy Efficiency –Comprehensive Replacement and SRM 
Requirements 
 
To the extent practicable based on LCCA and DoD policy, meet the following:  

• Each building within a project that replaces everything above  
the foundation (known as a comprehensive replacement) must apply either.  
paragraph “Commercial and Multi-Family High-Rise Residential Buildings”  
or “Low-Rise Residential Buildings”.  
• SRM projects choose one of the following options: 
1. Reduce measured building energy use by at least 30%, below FY 2003, or earlier, energy use 

baseline. 
2. Reduce measured building energy use by at least 20% below FY 2015 energy use baseline. 
3. Reduce modeled energy use (from all sources including renewable energy) by 30% compared to 

the ASRHAE 90.1 baseline building design for Commercial or Multi-Family High-Rise 
Residential Buildings, or the IECC baseline (using the Simulated Performance Alternative found 
in Section 405 of the IECC) for Low-Rise Residential buildings.  

4. Ensure the Building has an ENERGY STAR score of 75 or higher. For building types not eligible 
to receive an ENERGY STAR score and where adequate benchmarking data exists, 
demonstrate that the building is in the top quartile of energy performance for its building type.  

 
If none of the reduction choices is life-cycle cost-effective, modify the design of the proposed building 
system(s) to achieve an energy consumption level at the highest level of energy efficiency that is life-
cycle cost-effective.  

 

Documentation Requirements 
Design Submittal 
 
Path One:  
If achieved target 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of how target was achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system.  
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr. 
• List of energy end uses for the project building (for both the baseline case and the design case) 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 

applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 
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If target not achieved 

• If the project is using a computer energy simulation, adhere to Appendix G of ASHRAE 90.1 (or 
equivalent local code) and retain the final report indicating the annual energy cost of the 
baseline and design cases. Provide simulation input reports for rooms, systems, and plants and 
the simulation output reports including Energy consumption by end use and fuel source. 

• LCCA report. 
• Summary of why target was not achieved, and the three energy-efficient solutions reviewed for 

each individual building energy system. 
• Narrative inclusive of; Energy reduction target; Energy standard utilized; Total design energy 

use intensity EUI in kBTU/sf/yr. 
• List of energy end uses for the project building (for both the baseline case and the design case) 
• If the project is using the prescriptive compliance path, assemble documentation demonstrating 

that the project meets all applicable requirements. 
• Energy Compliance Analysis (ECA) that identifies the specific energy conservation criteria that 

applies to the project, the software used to prepare the necessary calculations, a summary of all 
input to and output from the calculations, and the calculated baseline and as-designed building 
energy consumption of the proposed design. 
 

 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach: 
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-3.2 Energy Efficient Products  
Requirements 
 
Per EISA 2007 Section 525, acquire products that are ENERGY STAR® certified by the EPA or meet 
or exceed the efficiency standard designated by FEMP Energy-Efficient Products requirements in each 
covered product category.  
 
Links to EPA sites: http://www.energystar.gov/ or  https://energy.gov/eere/femp/federal-energy-
management-program  
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• List of ENERGY STAR and FEMP – designated Energy Efficient Products installed. 
• Narrative regarding substitutions or exclusions based on LCCA. 

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach: 
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
  

http://www.energystar.gov/
https://energy.gov/eere/femp/federal-energy-management-program
https://energy.gov/eere/femp/federal-energy-management-program
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2-3.2.1 Standby Powered Devices 
Requirements 
Per EISA 2007 Section 524, provide commercially available, off-the-shelf products that use no more 
than 1 watt in their standby mode, provided it is life-cycle cost effective, practicable, and performance is 
not compromised.  

 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• List of installed products that use no more than 1 watt in their standby mode. 
• LCCA for any excluded product. 
 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-3.3 Renewable Energy 
2-3.3.1 On-Site Renewable Energy 
Requirements 
Provide on-site renewable energy systems in accordance with IgCC 701.4.1.1 (7.4.1.1) On-Site 
Renewable Energy Systems and UFC 3-440-01 where LCCE, considering climate, infrastructure 
condition, mission compatibility, and effects on base wide electrical system (grid) power quality.  When 
available, utilize Installation-specific studies to determine LCCE renewable energy systems. Studies 
must be dated within five years of project design start.  
 

• For Army projects, if not LCCE, utilize IgCC 701.3.2 (7.3.2) On-Site Renewable Energy 
Systems for future installation of on-site renewable energy systems. 

• Services may choose LCCE centralized or Installation-wide renewable energy 
development, in lieu of building-by-building application. Meet the requirements of UFC 3-
540-08. 

Exception: Do not use purchase of renewable energy certificates (RECs) as a substitute for 
IgCC 701.4.1.1 (7.4.1.1) new building requirement. 
 

Documentation Requirements  
Design Submittal 
 
Path One:  

• Relevant excerpt of the design or construction documents showing onsite renewable energy 
generation project or demonstrating installation of the renewable energy generation project. 

• Renewable system rated capacity. 
• Calculations to determine energy generated. 
• LCCA output reports. 

 
Army only: Documentation showing future installation of on-site renewable energy systems to meet 
IgCC 701.3.2 (7.3.2) On-Site Renewable Energy Systems) if not LCCE. 
 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 
Shared Site Approach: 
Eligible to be documented installation wide. For details and documentation requirements refer to 
section 2-1.6 Shared Site Approach Requirements of this document. 
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2-3.3.2 Solar Domestic Hot Water (SDHW) 
Requirements 
Per EISA 2007 Section 523, meet at least 30% of the annual domestic hot water requirement through 
the installation of solar water heating unless SDHW is not Life-Cycle Cost Effective (LCCE).  

 
 

Documentation Requirements 
Design Submittal 
 
Path One:  
• Excerpts of the design or construction documents showing solar water heating system, and 

calculations that demonstrate minimum of 30% hot water demand will be met. 
• LCCA output report. 

 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability and 

Compliance of this document. 
 

Shared Site Approach: 
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-3.4 Metering 
Requirements 
Provide meters as required by DoDI 4170.11 (DOD Instruction 4170.11), and as amended by DoD 
Utilities Meter Policy, in the standard units of the measure. Where base wide energy and utility 
monitoring and control systems exist, meters must be connected using the installation’s advanced 
metering protocols. Meter configuration must comply with the requirements of UFC 4-010-06, and as 
required by individual Service’s meter implementation policy. 
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• Provide excerpt of design drawing highlighting the location of the building’s utility meters. 
• Provide a narrative describing how the installed utility meter(s) complies with the DOD Utilities 

Meter Policy, January 2021 and UFC 4-010-06. 
• Systems metered. 
• Confirmation that meters are connected to a base wide energy and utility monitoring and control 

system using the installation’s advanced metering protocols, if applicable. 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach: 
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document.  
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2-4 PROTECT AND CONSERVE WATER 
Base water efficiency design decisions on life cycle cost as indicated in UFC 1-200-02 Chapter 4. 

2-4.1 Indoor Water 
Requirements 
Meet the requirements of IgCC Section 601.3.2.1 (6.3.2.1) Plumbing Fixtures and Fittings4, which 
incorporates EPA WaterSense-labeled products. Water closet replacements may have a flush value of 
up to 1.6 GPF (6.1 LPF) to accommodate existing plumbing infrastructure. Fixtures used for sanitizing 
potential biohazards are exempt from low-flow and WaterSense labeling requirements.  

Exception: For Navy and Air Force, paragraph 601.3.2.1.j is not mandatory but encouraged. 
Table 1 Based on 2018 IgCC 601.3.2.1 

Fixture Maximum Water Use (as per IgCC 
601.3.2.1) 

EPA WaterSense 
Standards 

Water closet (toilet) – flushometer  
valve type – single flush 1.28 gpf (4.8 L/flush)*  

Water closet (toilet) – flushometer  
valve type – dual flush 

1.28 gpf (4.8 L/flush)* maximum  
full flush  

Water closet (toilet) – tank-type  
single flush 1.28 gpf (4.8 L/flush)* 1.28 gpf  

Water 
closet 
(toilet) 
– 
tank-
type  
dual 
flush 

1.28 gpf (4.8 L/flush)* 
maximum full flush 1.28 gpf  

Public lavatory faucet 0.5 gpm (1.9 L/min) at 60 psi  

Public metering self-closing faucet 0.25 gal per metering cycle (1.0 L per 
metering cycle)  

Residential bathroom lavatory sink faucet 1.5 gpm (5.7 L/min) at 60 psi 1.5 gpm at 60 psi 

Residential kitchen faucet 1.8 gpm (6.8 L/min) at 60 psi**  

Residential showerhead 2.0 gpm (7.6 L/min) at 80 psi*** 2.0 gpm at 80 psi 

Residential shower compartment (stall) in 
dwelling units/guest rooms 

flow rate from all shower outlets total 
of 2.0 gpm (7.6 L/min) at 80 psi*** 2.0 gpm at 80 psi 

* Maximum Water Use for renovations is 1.6 gpf (6.1 L/flush). 
** Kitchen faucets shall be permitted to temporarily increase the flow greater than 1.8 gpm (6.8 L/min) but shall not exceed 2.2 
gpm (8.3 L/min) and must automatically revert to the established maximum flow rate of 1.8 gpm (6.8 L/min) upon physical 
release of the activation mechanism or closure of the faucet valve. 
*** Where the area of a shower compartment exceeds 2600 in2 (1.7 m2), an additional flow of 2.0 gpm (7.6 L/min) shall be 
permitted for each multiple of 2600 in2 (1.7 m2) of floor area or fraction thereof. 

 
 
4 https://codes.iccsafe.org/s/IGCC2018/chapter-6-water-use-efficiency/IGCC2018-Ch06-Sec601.3.2.1 
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Documentation Requirements 

Design Submittal 
 
Path One:  

• Manufacturers’ data or cut sheets, fixture schedules, or specifications showing the water 
consumption rates of each fixture and fitting.  

• The fixture documentation must highlight the flush or flow rates.  
 

 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-4.1.1 Indoor Water Metering 
Requirements 
Provide meters to monitor building indoor water consumption as required by DODI 4170.115, and as 
amended by DoD Utilities Meter Policy6, in the standard units of measure. Where base-wide energy 
and utility monitoring and control systems exist, meters must be connected using the installation’s 
advanced metering protocols. Meter configuration must comply with the requirements of UFC 4-010-06, 
and as required by individual Service's meter implementation policy. 
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• Design drawings highlighting water meter locations.  
• Where base-wide energy and utility monitoring and control systems exist, documentation 

confirming meter communication with the base-wide meter monitoring system and that meters 
were connected using the installation’s advanced metering protocols. 

 
 

Path Two: 
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
  

 
 
5 DoDI 470.11 - https://www.esd.whs.mil/Portals/54/Documents/DD/issuances/dodi/417011p.pdf 
6 DoD Utilities Meter Policy - https://www.acq.osd.mil/eie/ero/ier/docs/resources/mmdm/DoD-Utilities-Meter-
Policy-14-Jan-2021.pdf 



 
TECHNICAL GUIDE v3  

UFC 1-200-02: Chapter 2 Building Design & Construction (01 DEC 2020, Change03 July 2025) 
 

 

Published October 2025 guidingprinciples.gbci.org  Page 31 of 46 
 

2-4.2 Outdoor Water 
Requirements 
Comply with UFC 3-201-02 Landscape Architecture. 

 

2-4.2.1 Landscaping 
Requirements 
In accordance with DoD Memo Water Use for Landscape Architecture on Department of Defense 
Installations/Sites, potable water use is prohibited for irrigating new landscaping, other than for plant 
establishment.  
 
For existing systems, if a building has a single water meter, reduce combined indoor and outdoor 
potable water use by at least 20% compared to building water use in 2007. Compare results to a 
baseline building, using the EPA WaterSense landscape water budget tool version 1.01 or later, or a 
Service approved tool.  
 
Show preference for irrigation contractors who are certified through a WaterSense labeled program, or 
other industry-recognized credentialing programs. \3\ /3/  
 
Documentation Requirements 
Design Submittal 
 
Path One  
No irrigation –  

• Narrative confirming that there is no permanent irrigation system and that landscaping will only 
be watered during the plant establishment period.  

• Landscape drawings showing the type and location of plants. 
 
Projects with existing Irrigation -  

• Narrative describing the existing system and any connection to it, if applicable. 
• Narrative addressing plant species, water source, and irrigation requirements.  
• Landscape drawings showing the location and size of the vegetated areas and landscape 

zones. 
• For existing landscaping, Water Budget Tool calculations or tool approved by Component that 

demonstrates a reduction of combined indoor and outdoor potable water use by at least 20% 
compared to building water use in 2007. 
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Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
 

Shared Site Approach: 
Eligible to be documented at a shared site level. For details and documentation requirements refer to 
section 2-1.6 Shared Site Approach Requirements of this document. 
 
 

2-4.2.2 Outdoor Water Metering 
Requirements 
Where LCCE, provide meters to monitor existing irrigation systems serving more than 25,000 square 
feet (2,323 square meters) of landscape, as required by DoDI 4170.117, and as amended by DoD 
Utilities Meter Policy8, in the standard units of measure.  Where base-wide energy and utility monitoring 
and control systems exist, meters must be connected using the installation’s advanced metering 
protocols. Meter configuration must comply with requirements of UFC 4-010-06, and as required by 
individual Service's meter implementation policy 
 
For all other existing irrigation systems using potable water, meters are encouraged.  
 
Documentation Requirements 
Construction Submittal 
 
Path One:  

• Design drawing highlighting the location of the building’s outdoor potable water meter.  
• Where base-wide energy and utility monitoring and control systems exist, documentation 

confirming meter communication with the base-wide meter monitoring system and that meters 
were connected using the installation’s advanced metering protocols.   
 

 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 

 
 
7 DoDI 4170.11 - https://www.esd.whs.mil/Portals/54/Documents/DD/issuances/dodi/417011p.pdf 
8 DoD Utilities Meter Policy - https://www.acq.osd.mil/eie/ero/ier/docs/resources/mmdm/DoD-Utilities-Meter-
Policy-14-Jan-2021.pdf 
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2-4.3 Alternative Water 
Requirements 
Where life-cycle cost-effective and permitted by state and local laws and regulations, use alternative 
water sources for non-potable applications. Where LCCE, provide meters to monitor alternative water 
consumption, as required by DoDI 4170.119, and as amended by DoD Utilities Meter Policy10, in the 
standard units of measure.  Where base-wide energy and utility monitoring and control systems exist, 
meters must be connected using the installation’s advanced metering protocols. Meter configuration 
must comply with the requirements of UFC 4-010-06, and as required by individual Service's meter 
implementation policy.  
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• Design drawings that demonstrate the alternative water sources used. 
• Design drawings that highlight meter locations for alternative water on the site. 
• Where base-wide energy and utility monitoring and control systems exist, documentation 

confirming meter communication with the base-wide meter monitoring system and that meters 
were connected using the installation’s advanced metering protocols. 

 
If alternative water sources are not used, document Not applicable by providing written justification 
based on LCCE, mission restriction, location/regional restriction, locale restriction, or safety. 
Documentation should be a detailed narrative explaining the specific reasons that this element is not 
applicable. Include notes and/or references from team meetings with the contracting officer in which 
this topic was discussed and the determination was made that the project is unable to demonstrate 
compliance. 
 
  
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Eligible to be documented at a shared site level. For details and documentation requirements refer to 
section 2-1.6 Shared Site Approach Requirements of this document. 
  

 
 
9 DoDI 4170.11 - https://www.esd.whs.mil/Portals/54/Documents/DD/issuances/dodi/417011p.pdf 
10 DoD Utilities Meter Policy - https://www.acq.osd.mil/eie/ero/ier/docs/resources/mmdm/DoD-Utilities-Meter-
Policy-14-Jan-2021.pdf 
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2-4.4- Stormwater Management 
Requirements 
Meet the requirements of UFC 3-210-10 (Low impact development) 
 

Documentation Requirements 
Design Submittal 
 
UFC 3-210-10 is applicable to projects with a “footprint” greater than 5,000 gross square feet (464.5 
square meters). “Footprint” consists of all new impervious surfaces associated with the building(s), 
including both building area and pavement area of associated supporting facilities (such as parking and 
sidewalks). “Footprint” does not include existing building area to be renovated, existing pavement area 
to be resurfaced, or new pavement area other than supporting facilities associated with the building(s). 
 
Projects that do not meet these conditions, should apply LID techniques to the extent practical and 
should be documented under Path One.  
 
Path One:  

• Narrative and site plan indicating the pre-development conditions. 
• Site plan highlighting the calculated project footprint area per UFC 3-210-10. 
• Calculations for pre-development and post-development runoff volumes and rates using the 

95th percentile rainfall event to identify the volume of stormwater requiring management and the 
extent to which the design objective has been met.  

• Drawings highlighting all implemented LID features. 
• Documentation of technical constraints, if applicable. Refer to sections 2-1.3 Maximum Extent 

Technically Feasible (METF) and 2-1.4 Technical Infeasibility within UFC 3-210-10. Note that 
cost alone should not be used as a constraint to justify technical infeasibility. 

 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
 

Shared Site Approach:  
Eligible to be documented at a shared site level. For details and documentation requirements refer to 
section 2-1.6 Shared Site Approach Requirements of this document. 
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2-5 ENHANCE INDOOR ENVIRONMENTAL QUALITY 
2-5.1 Ventilation and Thermal Comfort  
Requirements 
Comply with UFC 3-410-01 for ventilation and thermal comfort criteria. Consider the use of passive 
(non-mechanical) thermal comfort methods as described in paragraph entitled, “Integrated Design” in 
this UFC.  

For Medical Treatment Facilities, refer to UFC 4-510-01 for ventilation and thermal comfort criteria. 
 

Documentation Requirements 
Design Submittal 
 
Path One:  
Ventilation 

• Provide a narrative of summary analysis showing compliance with the ventilation requirements 
as specified by UFC 3-410-01 Heating, Ventilating, and Air Conditioning Systems.  

• Summarize operational procedures for building system. The analysis narrative must document a 
summary of all factors considered when making design choices regarding IAQ, including 
alternative ventilation solutions considered and reasons for the selection of the solution chosen. 
The analysis must also include a room-by-room breakdown of the anticipated or actual number 
of occupants, the amount of ventilation air required, and any applicable adjustments such as 
multiple spaces factor, intermittent or variable occupancy factor, the ventilation effectiveness 
factor, and any other factors such as high relative humidity. 

• Document the mechanical designer’s basis of design; include design assumptions, including 
diversity considerations, and HVAC load calculations. 

 
And Thermal Comfort 

• Provide a narrative confirming compliance with the thermal comfort requirements as specified 
by UFC 3-410-01 Heating, Ventilating, and Air Conditioning Systems. As applicable include the 
following:  
 Description of weather data used to determine operative temperatures, relative humidity, 

outdoor temperatures. 
 Summarize operational procedures for building systems, including building controls and 

other environmental control systems and general information, regarding seasonal set point 
recommendations. 

 Document the mechanical designer’s basis of design; include design assumptions (e.g. 
temperature setpoints, design relative humidity), including diversity considerations, and 
HVAC load calculations for each unique space type. 

 Documentation (e.g. design plans, lists) of all registers and terminal units that includes the 
type and flow, or radiant value. Additionally, include any elements that significantly affect 
thermal comfort, indication of spaces outside comfort-controlled areas, and locations of all 
occupant-adjustable controls. 
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Path Two: 
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-5.2 Daylighting and Lighting Controls 
Requirements 
Locate all employee work areas, such as classrooms and offices, on exterior walls or other locations 
where it is feasible to maximize daylighting. Maximize daylighting in break rooms and other gathering 
areas where feasible. For those spaces on the exterior of the building where it is feasible to maximize 
daylighting, meet the requirements of IgCC 801.4.1.2 (8.4.1.2) Minimum Sidelighting Effective Aperture 
for Office Spaces and Classrooms. Provide automated lighting, including daylighting, controls in 
accordance with UFC 3-530-01. This requirement applies to areas where people regularly occupy and 
gather.  
 
For Medical Treatment Facilities, refer to UFC 4-510-01 Medical Military Facilities for additional 
daylighting criteria. 
 
Exceptions: Under IgCC 801.4.1.2, Exceptions: Number 2, “for more than four daytime hours per day” 
does not apply. 
 

Documentation Requirements 
Design Submittal 
 
Path One:  

• Lighting plans showing the required automated and daylighting controls in accordance with UFC 
3-530-01 

• Floor plans identifying all employee work areas, break rooms, other occupied areas and 
gathering places that maximize daylighting.  

• Narrative justifying why any employee work areas, break rooms, or gathering areas are unable 
to maximize daylighting due to LCCE, mission, location, or safety. 

• For spaces on the exterior of the building identified as feasible to maximize daylighting: 
- Calculations indicating that all north-, south, and east-facing facades have the minimum 

sidelighting effective aperture as prescribed by climate zone in Table 8.4.1.2 Minimum 
Sidelighting Effective Aperture. 

- For all facades, calculations indicating that the combined width of the primary sidelighted 
areas are at least 75% of the length of the façade wall. 

- Documentation indicating that the opaque interior ceilings, partitions higher than 60 inches, 
and walls within daylight areas meet the required average visible light reflectance. 

 
 
Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability and 

Compliance of this document. 
 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2.5.3 Indoor Air Quality 
2-5.3.1 Moisture Control 
Requirements 
Establish and implement a moisture control strategy for controlling moisture flows and condensation to 
prevent building damage, minimize mold contamination, and reduce health risks related to moisture. In 
addition to complying with the IAQ Construction management plan, meet the requirements of UFC 3-
410-01. Refer to Appendix A “Best Practices” for Protect Indoor Air Quality. 
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• Moisture control plan documentation.  
• Design details and a narrative demonstrating UFC 3-101-01 Chapter 3 (Building Envelope 

Requirements). 
 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-5.3.2 Reduce Volatile Organic Compounds (VOC) (Low-Emitting Materials) 
Requirements 
Specify materials and products with low or no pollutant emissions, including composite wood products, 
adhesives, sealants, interior paints and finishes, carpet systems, and furnishings. Meet the 
requirements of IgCC 801.4.2 (8.4.2) Materials. 
 
Exception: Exclude compliance with 8.4.2, first sentence. 
 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• List of all products installed in the project that are addressed within IgCC 801.4.2. This includes 
adhesives and sealants, interior paints and finishes, floor covering materials, composite wood, 
wood structural panel, agrifiber products, office systems furniture and seating, ceiling and wall 
assemblies and systems, and insulation installed within the interior of the building.  

• Minimum emissions or VOC content requirement for each listed product according to the 
standards indicated for each material section. 

• Actual emissions or VOC content for each listed product. 
• Manufacturer documentation or certifications that demonstrate compliance. 
• Justification for materials or products not meeting the requirements due to LCCE, mission, 

location, or safety. 
 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-5.3.3 Protect Indoor Air Quality during Construction 
Requirements 
For new construction and for work in an existing building that will be unoccupied during construction, 
develop and implement an IAQ construction management plan that complies with IgCC 1001.3.1.5 
(10.3.1.4) Indoor Air Quality (IAQ) Construction Management, with maximum outdoor air consistent with 
achieving relative humidity no greater than 60%.  
 
For work in an existing building that will be occupied during construction, comply with IgCC 1001.4.4 
(10.4.4) Construction Activity Pollution Prevention: Protection of Occupied Areas11. Refer to UFC 1-
200-02 Appendix A “Best Practices” for “Protect Indoor Air Quality”. 
 

Documentation Requirements 
Construction Submittal  
 
Path One:  

• Written construction IAQ management plan for use during demolition and construction. 
• Detailed photo log of the construction IAQ management plan practices followed during 

construction. 
• For projects completing a flush-out procedure, record of dates, occupancy, outdoor air delivery 

rates, internal temperature, and humidity, as well as any special considerations. 
• For projects conducting baseline indoor air quality testing, a copy of the test report. 

 
 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
  

 
 
11 https://codes.iccsafe.org/s/IGCC2024V1.0/chapter-10-construction-and-plans-for-operation/IGCC2024V1.0-
Ch10-Sec1001.4.4 
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2-5.3.4 Environmental Tobacco Smoke Control 
Requirements  
Prohibit smoking within the building and within a minimum of 50 feet (15.24 meters) of all building 
entrances, operable windows, and building ventilation intakes. Ensure signage is installed as 
appropriate. Verify if more stringent facility criteria or installation policy applies. 
 
Environmental Tobacco Smoke Control is not reviewed by GBCI as this Requirement is covered by 
general DoD policy. No documentation is required for this element. 
 

2-5.4 Occupant Health and Wellness  
Requirements 
Promote opportunities for occupants to voluntarily increase physical activity, as part of the Integrated 
Design Process. Refer to UFC 1-200-02 Appendix A-3 “Best Practices” for examples. 
 

Documentation Requirements 
Design Submittal 
 
Path One:  
• Narrative summarizing the Integrated Design team’s discussions about strategies to increase 

voluntary physical activity for building occupants. Address Appendix A-3 criteria such as: 
• Sit-stand workstations 

• Location of common use zones 
• Use under-utilized spaces for gathering 
• Visibility of stair locations 
• Corridor location and length 
• Sidewalks and bike facilities 
 

Meetings minutes or charrette notes highlighting the discussion can be submitted in lieu of a narrative.  
 
If a record of Integrated Design discussions is unavailable but occupant health and wellness strategies 
are incorporated into the final design, provide a narrative outlining the implemented measures and 
explaining how they encourage voluntary physical activity. 
 
 
Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability and 

Compliance of this document. 
 
 

Shared Site Approach: 
Shared Site approaches may be proposed. Documentation must be provided for the specific strategy 
that demonstrates compliance with the Requirement at the shared site level. For details and 
documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-6 REDUCE ENVIRONMENTAL IMPACT OF MATERIALS 
2-6.1 Environmentally Preferable Products 
The following paragraphs require procurement of construction materials and building supplies that have 
a lesser or reduced effect on human health and the environment over their lifecycle, when compared 
with competing products or services that serve the same purpose. 

2-6.1.1 Recycled Content 
Requirements 
Use RCRA Section 6002 and 42 U.S.C. § 6962 compliant products that meet or exceed EPA's recycled 
content recommendations, available on EPA’s Comprehensive Procurement Guideline (CPG) 
Program12. 

Documentation Requirements 
Construction Submittal 
 
Path One:  
• List of products applicable to the project that are included in the EPA’s Comprehensive 

Procurement Guideline.  
• Indicate the minimum recycled content recommended for each product and the actual recycled 

content of the product installed. 
• Manufacturers' documents stating the recycled content by material. 
• Justification for materials or products not meeting the requirements due to LCCE, mission, location, 

or safety.  
 

Note, compliance is limited to products with a cost of $10,000 or more per RCRA 6002. 
 
 
Path Two: 
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability and 

Compliance of this document. 
 

Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
 
  

 
 
12 https://www.epa.gov/smm/comprehensive-procurement-guideline-cpg-program 

https://www.epa.gov/smm/comprehensive-procurement-guideline-cpg-program
https://www.epa.gov/smm/comprehensive-procurement-guideline-cpg-program
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2-6.1.2 Biologically-Based Products  
Requirements 
Per Section 9002 of the Farm Security and Rural Investment Act, and in accordance with 7 U.S.C. 
§8102, specify products composed of the highest percentage of biobased content consistent with the 
USDA BioPreferred Program, if products meet performance requirements and are available at 
reasonable cost. Deviation from using biobased product procurement must be documented. Include a 
preference for purchasing products with the highest biobased content per USDA recommendations for 
designated product categories in all applicable solicitations. USDA’s biobased product designations and 
biobased content (which includes certified sustainably harvested and rapidly renewable resources) 
recommendations are available on USDA’s BioPreferred website at http://www.biopreferred.gov.  
 

Documentation Requirements 
Construction Submittal 
 
Path One: 
• List of products applicable to the project that are included in the BioPreferred product categories.  
• Indicate the minimum biobased content recommended by the BioPreferred Program for each 

product.  
• BioPreferred label for each product used on the project, if available; for bio-based products used on 

the project but not listed with BioPreferred program, manufacturer’s documentation (such as a letter 
or cutsheet) stating the biobased content of the product. 

• Justification for materials or products not meeting the requirements due to LCCE, mission, location, 
or safety.  

 
Note, compliance is limited to products with a cost of $10,000 or more.  
 
 
Path Two: 
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability and 

Compliance of this document. 
 
 
Shared Site Approach:  
Ineligible to be documented at a shared site level. Requirement must be documented for each building. 
For details and documentation requirements refer to section 2-1.6 Shared Site Approach Requirements 
of this document. 
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2-6.1.3 Ozone-Depleting Substances 
Requirements  
Do not use ozone-depleting substances and high global potential (GWP) chemicals where EPAs 
Significant New Alternatives Policy (SNAP) Program has identified acceptable substitutes or where 
other environmentally preferable products are available for use in construction, repair or end-of-life 
replacements. 
 

Documentation Requirements 
The Ozone Depleting Substances Requirement is not reviewed by GBCI as this Requirement is 
covered by general DOD policy. 
 
 

2-6.2 Waste and Materials Management 
2-6.2.1 Storage and Collection of Recyclables 
Requirements 
Meet the requirements of IgCC 901.3.4.1 (9.3.4.1) Recyclables, where markets or onsite recycling 
exist. 
 

Documentation Requirements 
Design Submittal 
 
Path One:  

• Narrative description of the recycling program for the project confirming the collection and 
storage of nonhazardous materials for recycling, including paper, corrugated cardboard, glass, 
plastics, and metals.  

• Floor plans and/or site plans that highlight recycling collection and storage areas for all required 
materials. 
If recycling services are not provided, or only provided for select nonhazardous materials, 
provide a statement from the base civil engineering office or public works office confirming the 
project’s inability to collect specific materials for recycling.  

 
Path Two:  

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Eligible to be documented at the shared site level; shared central recycling facilities are acceptable, 
provided the space accommodates recycling produced by all buildings served. For details and 
documentation requirements refer to section 2-1.6 Shared Site Approach Requirements of this 
document. 
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2-6.2.2 Waste Diversion 
Requirements 
Divert a minimum of 60% of the nonhazardous construction and demolition waste material from 
landfills. 

Documentation Requirements 
Construction Submittal 
 
Path One:  

• A narrative describing the contractor’s efforts to divert waste, the types of materials diverted and 
the method of diversion (i.e. recycled, reused, etc...). 

• Construction Waste Management Plan. 
• Final construction waste diversion report including the total waste generated from demolition 

and construction activities (excluding hazardous waste) and the total waste diverted from 
landfill.  

• If the 60% diversion rate was not met, provide a written statement from the Contracting Officer 
regarding the project’s limitations due to LCCE, mission, location, or safety. 

 
 

Path Two:  
• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 

and Compliance of this document. 
 
 

Shared Site Approach: 
 Eligible to be documented on a shared site level if buildings are built or renovated under the same 
construction contract. For details and documentation requirements refer to section 2-1.6 Shared Site 
Approach Requirements of this document. 
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2-7 ADDRESS RISK 
Provide building design solutions responsive to any Government-provided determination of acceptable 
risk (typically evaluated and documented in the planning process). 
 
See UFC 2-100-01 and UFC 3-201-01 for potential risk considerations and requirements for work on 
existing buildings.  
 

 

Documentation Requirements 
Design Submittal 
 
Address only government-provided, specific scope direction related to risk. If none has been provided 
in the DD Form 1391 or scope, document as Not Applicable due to location/regional exclusion. 
 
Path One:  

• Narrative regarding design solutions required to mitigate identified risk.   
 
 
Path Two: 

• Not applicable – for details and documentation requirements refer to section 2-1.3 Applicability 
and Compliance of this document. 

 
 

Shared Site Approach:  
Eligible to be documented at a shared site level. For details and documentation requirements refer to 
section 2-1.6 Shared Site Approach Requirements of this document. 
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